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2 Megapixel Full HD-TVI Bullet Camera 3.6mm ICR

IR LED

 • 

Miniature camera

 • 

Full HD, 1920 x 1080p Output

 • 

Weatherproof Outdoor Installation (IP66)

 • 

Power Input DC12V

DIMENSIONS (mm) 

TECHNICAL SPECIFICATIONS

Image Sensor: 

1/2.7" Progressive scan CMOS 2 Megapixel

Pixels - Effective: 

1930(H) x 1088(V)

Sensitivity Colour: 

0.1 lux 50IRE@F1.8 (AGC ON)

Sensitivity B/W: 

0 Lux LED IR on

Col/B: 

Auto, IR-cut filter removable (ICR)

Lens Focal Length: 

3.6 mm

Viewing Angle: 

99°

Iris F-Number: 

F= 1.8

Lens Drive Type: 

Fixed Iris

IR LED: 

10 pcs.

Optical Wavelength: 

850 nm

Max. IR Distance: 

5m (Indoor), 3m (Outdoor)

High Speed Shutter: 

1/25 ~ 1/10,000 sec

S/N Ratio: 

>40 dB

AGC: 

1~5 Level

BLC Back Light: 

BLC / HLC / off

White Balance: 

ATW, Manual, Push, Presets (8000K, 6000K,

4200K, 3000K)

Reverse: 

Mirror, 180°

Motion Detection: 

On/Off (4 Zones)

Privacy zones: 

2 zones, rectangle

OSD: 

English

Coaxial control: 

Coaxitron®, CCVC

Video Outputs: 

1 CH HD-TVI (BNC)

Protection Rating: 

IP66

Humidity: 

less than 90%, non condensing

Operating Temperature: 

-10°C ~ +50°C

Supply Voltage: 

12 Vdc

Power Consumption (W):

4

Weight:

0.3 kg - 0.66 lbs

Dimensions:

54 x 50 mm - 2.13 x 1.97 In


