
 MONITORS | > 26" |

 GML-3210M 

© ASP AG (Grundig Security), all rights reserved | T. +49 (0) 211 - 73 10 81 03 | info@grundig-security.com | www.grundig-security.com 1/2

E
r
r
o

r
s
 
e

x
p

e
c
t
e

d
 
|
 
A

s
 
f
r
o

m
 
2

0
1

6
-
0

9
-
1

2
 
|
 
Y

o
u

 
c
a

n
 
f
i
n

d
 
t
h

e
 
l
a

t
e

s
t
 
v
e

r
s
i
o

n
 
o

n
 
w

w
w

.
g

r
u

n
d

i
g

-
s
e

c
u

r
i
t
y
.
c
o

m

81 cm (32) LCD/TFT Monitor LED Backlight

 • 

Displays a full, flat 32" (81cm) diagonal image

 • 

High Image Quality Full HD 1920 x 1080

 • 

LED Backpanel illumination

 • 

Wide Viewing Angle

 • 

Designed for professional 24/7 usage

 • 

Built-in Speaker

 • 

VESA Wall Mount Compatible

PRODUCT VIEW

TECHNICAL SPECIFICATIONS

LCD Panel size: 

32" Diagonal TFT

Pixel Pitch: 

0.36375 mm(H) x 0.36375 mm(V)

Aspect Ratio: 

16 : 9

Refresh rate: 

max. 75 Hz

Backlight: 

LED backlight

Video Standard: 

PAL/NTSC

Video Inputs: 

1 CH Composite, BNC, Looped, 1x HDMI, 1x

S-Video, 1x VGA

Brightness: 

400 cd/m²

Video Resolution: 

1280x720 (720p), 1920x1080 (1080i) ,

1920x1080 (1080p)

Contrast ratio: 

3000:1

Viewing Angle: 

170°(H) ~ 160°(V)

Response Time: 

6.5 ms

OSD: 

Yes, multi language

Audio Inputs: 

1x 3.5mm jack (Line), 1x HDMI

Audio Outputs: 

1x 3.5mm jack

Speaker Output: 

6W (2x3W built-in)

Serial Interface(s): 

1x RS-232

Vesa Mount: 

200 x 100 mm

Operating Temperature: 

0°C ~ +40°C

Operating Humidity: 

10% ~ 85% non condensing

Supply Voltage: 

100 ~ 240 Vac, 50/60Hz

Dimensions ( W x H x D):

744 x 444 x 59 mm - 29.29 x 17.48 x 2.32 In:

Power Consumption (W):

50

Weight:

8 kg - 17.64 lbs
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CONNECTIONS


