
 

 

 

Assign IP address via DHCP …  

 

  

 
 

 
 

 
 

 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 

 
 

 
 

 

EVE FOUR  
Four-channel H.264 video encoder 

Quick Start Guide 
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Mount with bracket (optional)  
 

Unpack Understand the front panel 

 

… or use factory-set IP address (optional) 

 

 

 

Mount on DIN rail  

 Note: Subject to modification. Actual product and accessories may differ in appearance. 

  

http://www.tkhsecurity.com 

http://www.tkhsecurity-usa.com 

 

 

Find additional manuals, the datasheet, 

the EU Declaration of Conformity and the 

latest firmware for this product at: 

http://www.tkhsecurity.com/support-files 

Video /

RS-422/485

10.x.y.0 Cat 5

Video Management System

NTP

http://www.tkhsecurity.com/
http://www.tkhsecurity-usa.com/
http://www.tkhsecurity.com/support-files


 

Modify image quality View EVE stream in video player 

Install Device Manager (optional) 
 

Access via Device Manager (optional) 
 

 

View live stream 

 

 

Modify streaming profile 

 

 

1

2

3

10.0.231.156

10.0.231.156/camera/streaming-profiles 10.0.231.156/camera/image-quality


