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Top capped
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Post can be drilled 
and tapped to suit 
PIR detector type
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Cover plate with
security head
screw and
gasket covering
100 x 50 cut-out
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4 No. Ø14
for M12 fixings

150 x 150 x RHS

Access cut-out
285H x 138W x 132D

Secure
compression lock

Fixings drilled and tapped
to suit PIR detector type

90 x 90 x RHS

Typical bushed hole
tapped for M20 
conduit fitting

COLUMN IN RETRACTED POSITION

10

COLUMN FULLY EXTENDED SHOWING CAMERA IN POSITION

WINCH COVER
PADLOCKABLE

CABLE GUARD

4 NO. M16 x 200
GALVANISED HOLDING
DOWN BOLTS GRADE 4.6

OUTER COLUMN
SECTION

BASE PLATE DETAIL
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4 NO. Ø19 HOLES
 FOR M16 BOLTS
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INTERMEDIATE COLUMN
SECTION

INNER COLUMN SECTION
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SERVICES
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139 diameter x 5 CHS

6mm capping plate or
alternative of push-on
plastic cap supplied with
post as separate items
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Set bollard into foundation. Fill
bard with concrete - capping
plate has rags on underside to
push into the concrete filled
bollard holding plate in position
once concrete has set.

Mounting post
PIR AW2380

Anti ram bollards AW1771

Mounting post for PIR with
compartment AW2136

Telescopic mast column

TELESCOPIC COLUMN SUITABLE
FOR RESTRICTED SITE ACCESS
LOCATIONS. E.G. RAILWAY
YARDS/PLATFORMS WHERE
CAMERA NEEDS TO BE SERVICED
AT GROUND LEVEL


