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[ Dimensions ]

Pixim Seawolf  Camera
VCD-5371PIX
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0.01Lux

600TVL

ㆍPIXIM 1/3" High Sensitivity Digital Sensor 

ㆍHigh Resolution : 600TVL

ㆍMin. Illumination : 0.1Lux 

ㆍSens-Up (2x~32x)

ㆍPowerful WDR (Wide Dynamic Range) 

ㆍDigital Day & Night for surveillance 24 hours

ㆍDNR for saving storage

ㆍPrivate Masking (16 Zones)

ㆍMotion Detection (4 Zones)

ㆍOSD for user convenience

ㆍDigital Zoom (8x)

ITEM

Image Sensor
Effective Pixels
Dynamic Range
Horizontal Resolution
Scanning System
Scanning Frequency
Video IO Select
Min. Illumination
Day & Night
White Balance
Shutter Speed
Sens-up
DNR
Privacy Masking
Remote Control
AGC
Camera ID
S/N Ratio
Video Output
OSD
Sync. System
Operating Humidity
Operating Temp.

PIXIM 1/3" High Sensitivity Digital Sensor 

758(H) x 540(V)

120dB(Max), 102dB(Typical)

600TV Lines (Color), 700TV Line (B/W)

2:1 Intelace / Progressive

15.734KHz(H), 59.944(V)

NTSC / PAL

VCD-5371PIX

24VAC/12VDC
(Max.170mA/Max.250mA)

Power Consumption

0.1Lux 40 IRE(Color), 0.01Lux 40 IRE(B/W)

Auto / Color / B/W / EXT.

Auto / AWB / Indoor / Outdoor / Manual

 up to 1/30.720 sec

Auto / High / Low

16 Zones

RS-485

More than 50dB

Composite video output 75 ohm terminated

Builtin

Internal / Line Lock

30% ~ 90% RH

10˚C to 50˚

VSS Nederland
Video Systems

Design and speci�cations are subject to change without notice.


