
Caution : Please read the instruction manual carefully before using the camera.

Quality Assurance Activities : At Tamron, quality management activities
are performed in compliance with ISO9001:2000 not only to assure product
quality but to enhance customer satisfaction.
Environmental Protection : We recognize the significance of our social
responsibilities. Tamron  promotes corporate activities that protect the
earth's environment through the establishment of a quality assurance system
that is compliant with ISO14001.
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C o n c e p t

Double Vari-Focal・The Simple Choice

1/2.7”, 1/2.8”, 1/3”

CS

DC Auto Iris＊

Visible Light ～ Near Infared

3 Mega-Pixel / Full HD 1080p

M13VG850IRM13VG288IR

2.8-8mm

F/1.2～ 360

×2.8

8-50mm

F/1.6～ 360

×6.2

New Release

― No more trouble for Mega-Pixel lens selection !! ―

1/2.7” 3 Mega Pixel / Full HD 1080p・IR Corrected Vari-Focal Lens
M13VG288IR  2.8-8mm F/1.2 & M13VG850IR  8-50mm F/1.6

1/2.7” 3 Mega Pixel / Full HD 1080p・IR Corrected Vari-Focal Lens
M13VG288IR  2.8-8mm F/1.2 & M13VG850IR  8-50mm F/1.6

Full coverage in just 2 lenses !!

Model

Simple Choice
The most frequent used focal range from wide 2.8mm to tele-photo 50mm can be covered by only two lenses and realizes horizontal �eld 
of view 126.1° to 6.8° on a 1/2.7” camera.

＊Manual iris and P-iris versions are also available for 2.8-8mm lens.

3 Mega Pixel / Full HD 1080p for both Day and Night
Realized 3 Mega-Pixel for both visible and infrared lighting condition.

Compatible with large imager sensors
Designed for 1/2.7” sensors. Therefore useful for 1/2.7”, 1/2.8”, and 1/3” cameras.

Slim Inventory
By this simple line-up, you do not need to keep inventory with various models and the number of product items could be reduced.

2.8mm 8mm 12mm 15mm 25mm 50mm
2.8-8mm2.8-8mm

8-50mm8-50mm

The simple choice for better security imaging. ― Tamron’s Double Vari-Focal Solution


